
INSTALLATION INSTRUCTIONS 

FOR 15829 

2003 GM SILVERADO/SIERRA 2500HD - V8 6.0L, CREW CAB 
SHORT BED 
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•11.4.GN.UILOJII'~ ••JlzialfNWPE•n*,..._.. •di t I 1 nJ■ .. ,,,.,,,,... 

w--,,..: W1tM WDl'il1ra' OIi __. or "'°""""""lwdcle...-cln 
catlo& P,__allow tu wrldck~..._,.,.,_ tocool btfors 
NIIIOWII. - _,,_., ,.,,,_ ,..._,,. ""4J'OIMN .... ,__ 
lf 'WOl'ldt,g wltlrotd" lift, tlMIIJlr COll6IUI wAlt:i. fflllllllllljor conw:t 
llftbw~."1way,,warM.f/tlly.,.,._tllld__,.,qfe 
wont.,.,_ Smoa bf/flr)I or_,,,, COllld OCCllr 1/aq{ay_.,. 
.,. not fol'lowetl. 

N#ll6:MA.GNDLOW Jwfo,,nacs """1 tlJdttnd,,.,_,rn 
,-Jp«J toftt ~wldcla wldl OEM 1dtt:l,a tllld llfJan 
wW tllld tlrecomboa. Y""1clo wldaqfla,__,....,..,._, 
aa traU.r ldtt:l,a, ltll"pl' llfJan wW tllld tin, or,.,_ Ml,irt 
... ""'>',.,,,,,,. 'IIIOdf/kall,OI of*....,.,.,_.,,,." 
prop, flt tllldft,dal,. 

Stq 1: (Carefully read all instructions 
before installation) To remove 1he OEM mumst 
syBtem, you will need to cut 1he llll1ffla- inlet pipes 
13.75" ahead oflde muffkr body. Di&anpge 1he welded 
hansm from the OEM rubber insuJatmB (Do not 
damap die OEM rubber insuJatmB u 1hey will be 
m-used to mount the new syslan) and mnove the 
syatan from the vehicle. You may need to n.ise the mr 
of die whic1e widl a jack, or eut 1he OEM ammst 
syatan to aid in mnova1 from the vehicle. 

Stq 2: Begin inmJJaticm ofthenewllll1ffla­
llllClllbly by fitting 1he welded brmpn into 1he OEM 
rubber mmJaton, and by Datnring the inJdpipea to the 
prmoua1y cut pipes Ulins the mppJied 3.00" cJampa. 
Leave all clamps and fiulaien 1oOlle mr final 
iquslmmt oftlle complete syBlmL Imtall the Driver 
and Passenger emoaioo pipes using 1he BUppJied 2.50" 
clamps. Pre-mslall the lump clamps OD> dr. tai]pip,s 
u shown in Diaanm 2. Imta11 the tllreadedbanpa 
widl du, supplied rubber iDsuJaton in 1he p-o-dril]ed 
holes in the :&:ame, aJao shown in Diapan 2. Fit the 
taiJpjpes to die emoaioo pipes using 1he BUppJied 2.50" 
clamps, tbm fit the lump clamps into the mbber 
insuJators OP 1he threaded hanpn. JDlllaU 1he tip 
auemblies tbm set the deaimd heiaht of the tailpipes by 
aqusting 1he threaded banpn. The a4jualable tip 
auembJies IR mppJied to fit a wnety of aftmnmht 
bumpers and mllpans. It is recommended to have the 
tips welded in place ooce a final poaitim is dam mr 
the c:ompJete syatan. 

Tedmical apport: l-800-959-9226 at. 4500 
MAGNAFLOW Performance Exhaust - 22961 Arroyo Vista - Rancho Santa 
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•'1£4.GN.U'LOJIYl'w/fl ■a .. .lmlalf ,-w•••.,....._., r ; r t , J■ .. ,,.,,,,... 

W.,....: W.. won\:ing on,,,,.,. or 01'0ll1ld anywlrit:i...-ci# 
cation. Pl«IH allow tM wldcle'a emtlllllt .,.,_, tocool b,,fors 
rwnow:,l, OIi aNlll8t.,,.,.,. ~ fflllJ'c:WIIIN .... ,,,,,__ 
If working wltiu,,a" llft, tlMa)l8 OOIUIUt w/dcle 1IIIIIIIIIU/or corr«:t 
1/ftbwapecljkado,u. ~WOl",qfetygiat,naawl..,.. 
Wtri-lllWl. &riou t,;,,ryorMJllll,CO#l4<JCClll'#f,q/dy_,,,., 
are ""'followed. 

Nt11r.MA.GNDLOJIYP~"""1ctlttnd,,.,_,tn 
"-1p«Jtoftt~wldcl.wlt1s OEMldtclwaawl,pare 
wW awl tire comlJoa. Y-1rlclG wltl, q/t,,'lltlllut ~ tndt 
t111 trolwr ldtc1wa, larpr,parewltMl awl tire, orrllk 1-1,i,t 
c/umgG may req,drs modlftcatkm of tlw emtlllllt .,.,_,for" 
Jll"Ol#I" ftt awl ft,,11,1,. 

Step 3: With all compcmmts mounted loosely, adjust 
tbe system for ovcn11 aesthedcs and carance of :&:ame 
& bodywork. (MAGNAFLOW .n,co,111neods at least 
1/2" of clearance between tbe emaust syBlml and ay 
body panels to prevent beakelated body clamaaic ar 
tire.) 

Step 4: Once a final position bas been choam far tbe 
new system, evenly tighten all &slmen mm iont to 
rear. The supplied band clamps and tip clamps must be 
VERY tight to properly align the pipes and i:nva,t 
exhaust 1eab (Approximately 40 ft-lbs). Inspect all 
fasteners after 25-SO miles of operation and retightm if 
necessary. 

Tec:hnical support: 1-800-959-9226 c 4500 
MAGNAFLOW Performance Exhaust - 22961 Arroyo Vista - Rancho Santa 
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